Title: 401L-P-1597  Pres. Sec. Act 1 St. Alarms

2. Purpose (include purpose of SOP)
To add ability to start code 1597 from J-37 to avoid extending lines back to church end.

3. Attach procedure to this form written according to the following format:
A. Limitations and Procedures
   1. Nuclear Safety
   2. Environmental Safety
   3. Personnel Safety
   4. Equipment Protection

B. Prerequisites

C. Procedure

Completed by: P. Nell  Date: 4-7-71

5. Duration of SOP:  This is in no longer than 30 days from the effective date. The SOP is either (a) below, which circulates for
(a) SOP will be cancelled on inspection, or (b) not issued at all, or (c) procedure submitted by
(b) SOP is not valid after:

5. (a) Is the procedure Nuclear Safety Related?
   If "yes", complete Nuclear Safety Evaluation: ______________________________________  Yes  No
   (b) Does the procedure affect Environmental Protection?
   If "yes", complete Environmental Evaluation: ______________________________________  Yes  No
   (c) Does the procedure affect radiation exposure to personnel?
   If "yes", complete Environmental Evaluation: ______________________________________  Yes  No

NOTES: If all answers are "no", the change may be issued by the Shift Supervisor. If any questions are answered "yes", the change must be approved by the Unit Superintendent.

7. Review and Approval:

Reviewed - List members of RMP committee: D.M.  C.M.  M.C.  A.  D.

8. SOP is Controlled

Shift Supervisor/Shift Foreman

132 084
A. Limits and Precautions

1. Breaker for WDL-P-15A located on Bcn 2-37 must be opened when WDL-T-11A/B local level indicator is 12" from bottom.
2. Comply with Met-Ed Safety Rules and AP1002
3. See attached

B. Precautions

1. Be check with Shift Foreman and obtain clearance before commencing with work

C. Procedure

1. Open breaker in Compartment 555 on Bcn 2-37
2. Install jumper from terminal between wire 5 and wire 7
3. Hang jumper in lifted lead and jumper in the Control Room.

WDL-P-15A can now be started 1323985 stopped as the desired from P3152-37 by opening and closing the breaker in Compartment 12-5
Limit 4. Precautions (cont'd)

3. During transfer operations the operator at the contaminated drum line shall be in communications with the operator at the leaker at 5126.2-57.